KEYWAY 1"X3"

PRIME CONCRETE EDGE WITH URETHANE
PRIMER 30 MINUTES PRIOR TO INSTALLATION
OF POROUS RUBBER PAVEMENT
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RUBBERWAY POROUS
RUBBER PAVEMENT

5'FOOT WIDE
SIDEWALK

WIDTH AND
THICKNESS MAY
VARY PER PLAN
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' THICKNESS RECYCLED RUBBER BASE LAYER

%" (19MM) CLEAN COARSE AGGREGATE *

RUBBER WEAR LAYER

M= 4" STEEL EDGE RESTRAINT

1’ 1/2" THICKNESS COLOR

DOCUMENT (57 STONE) 90-95%
— | COMPACTION AASHTO T-180

= COARSE AGGREGATE BASE PERCIVIL
~ PLANS AND NARRATIVE ON PROJECT BID

[ [ [
STABALIZER GRID
___ " (OPTIONAL PER ENGINEER) ‘

el

GEOTEXTILE FABRIC
— MARAFI 140N

‘ EXISTING SUBGRADE

T L %

NOTE:

ALL INFORMATION SHOWN IS SUGGESTED. DUE TO APPLICATION
VARIANCES, IT IS THE RESPONSIBILITY OF THE ENGINEER OF
RECORD TO PROVIDE ALL INFORMATION REQUIRED TO SUIT
LOCAL BUILDING CODES AND REGULATIONS. THIS DETAIL IS FOR
REPRESENTATIVE PURPOSES ONLY AND SHOULD NOT BE
SOLELY USED FOR CONSTRUCTION PURPOSES UNLESS IT HAS
BEEN CERTIFIED AND SEALED BY A QUALIFIED ENGINEER.

Rubbervvay

Rubberway, Inc.
4000 Barranca Pkwy,
Ste 250

Irvine, CA 92604
Phone. 877.288.0045
rubberway.com

SHEET NAME: RUBBERWAY PERVIOUS PAVEMENT
SIDEWALK 2 LAYER SYSTEM
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DUE TO VARIANCES IN LOCAL CODES, CONSTRUCTION PRACTICES AND REQUIREMENTS, ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH SUCH LOCAL CODES, CONSTRUCTION PRACTICES AND REQUIREMENTS REGARDLESS OF DETAIL/

kCONSTRUCTION SHOWN IN DRAWING. RUBBERWAY, INC. RESERVES THE RIGHT TO CHANGE SPECIFICATIONS SHOWN WITHOUT NOTICE. ALL CHANGES TO SPECIFICATIONS CAN ONLY BE APPROVED BY RUBBERWAY, INC.




